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¢ CETIENT (3 £ SINOVARE PTY *LTD : & . TEST NUMBER : 7-575899-CN
' : ‘ - ‘ ISSUE DATE £ A95Y11220L0
, ‘ 2 WELLA WAY PRINT DATE S 4571172010
- SOMERSBY NSW 2250
- SAMPLE DESCRIPTION Cllents Ref: "Laminate flooring"
Timber laminated flooring sections
Colour: Brown ;
? Approx total thickness: 12mm
‘Material Specification:
Nominal composition: Timber b . - b %
.Nomlnal total: 850kg/m3 ; E
' ASISO 92391~ 2003 ' Reaction to Fire Tests for flbcringsv
- Part - 1 rhedpss & Determination of the Burning Behaviour
: . *12h “r b7 us1ng a Radlant Heat Source
Date of sample arrlvai A 29/09/2010 : % Pt -
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. ‘Results: . ;e -hiL FRTY CHF’(CrltlcaI Heat Flux ViEr: tﬂ al,Radlant Flux)
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‘Length P+ 2 rhrkrGed 4 2. 5 CF oo da 104 o) $%Bad®d B ?!kw/m2
- Width : heertRBT2C3C0 804 ELFE 0 L) — & kW/m2
”;J » A N ”74 4 i“Sn'[okeValue , 48 B 54 —lll
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70bservat10n5s Transltory flamlng, bllsterlngl ngWlng :
Note Sample was condltloned in accordance w1th 'BSEN 13238 2601 at a

temperature of 23+/- -2degC and Relative Humldlty of 50+/ 5% for a mlnlmum of
48 hours prior to testlng :
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Each specimen was clamped to a substrate of 6mm thicknfibrefreinforced
. Cement board -prior to testlng . ¢4 giEehrupsr v P s

The test. results relate to the behaviour of the test spec1mens of a product
" under the particular conditions of the test, they are not intended to be the
7 sole criterion for assessing the potentlal flre hazard of the product in use

184405 il : : : ( END OF REPORT )

© Australian Wool Testing Authority Ltd A This Laboratory is accredited by the National Association of Testing Authorities, Australia, for:
Copyright - All Rights Reserved NATA - Chemical Testing of Textiles & Related Products : AccreditationNo. 983
- Mechanical Testing of Textiles & Related Products H AccreditationNo. 985
- Heat & Temperature Measurement : Accreditation No. 1356

This document is issued in accordance with NATA’'s accreditation requirements. Samples, and their
identifying descriptions have been provided by the client unless otherwise stated. AWTA Ltd makes no
warranty, implied or otherwise, as to the source of the tested samples. The above test results relate only to the
sample or samples tested. This document shall not be reproduced except in full and shall be rendered void if
amended or altered. This document, the names AWTA Product Testing and AWTA Ltd may be used in
advertising providing the content and format of the advertisement have been approved in advance by the
Managing Director of AWTA Ltd.
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